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Three-dimensional color TV image transmission 
[2 DE29912074U1 : Dreidimensionale Farbfernseh-Bild bertragung 
FRANZ H Individual 
None 

2000-074181 /200007 
H04N 15/00 ; 
v Derwent W02;W04; 
f Manuaf'Sdes: W02-F03B(Stereoscopic) , W0 4-N101 [.(Stereoscopic image generating 
camera system) 

v Derwent ( DE29912074U) Novelty - The method involves operating two TV cameras (1 ,2) at right 
AteSSS: angles to each o ther to resolve moving or stationary objects into two diff erent images f om 
Abstract. u pers p ec t ives . The two sets of image information are passed via video cables (10.11) 
to video recorders (5,6) and stored. The output pulses of the vrteo recorders control two 
plasma image screens (3.4) at right angles via coaxial cables (8,9). enabling 
three-dimensional observation. 

Use - For three-dimensional color TV image transmission. 

Advantage - Enables color TV images to be transmitted realistically over large distances. 

: -Tmages: 




Description of Drawing(s) - The drawing shows a schematic representation of a two channel 
V^SStSSSS^ 3,4, video recorders 5,6, coaxial cables 8,9, video cables 
10,11 Dwo.1/1 

PDF Patent Pub- Date Derwent Update Pages Language IPC Code 

E1 DE29912074U1 +199B-H-25 200007 5 German H04N 15/00 

Local appls .: DE1 99900201 2074 Filed:1 999-07-10 , Utility (99DE-201 2074) 



« First Claim ■ Dreldlmeasionale Farbfernseh-BildObertragung zur naiurgetreuen raumlichen Obertragung 
JSl lit dJi™ von bewegten und unbewegten Bildern. dadurch gekennzeichnet, daS zwei beiiebige 
ShQWa " Cla ' m5 ftrtSStalni (1).(Z) die rechtwinkelig angeordnet sind bewegte oder unbeweg te 
Objekte (7) aus zwei unterschiedlichen Perspektlven in Einzelbi Idem auflosen Die , behtai 
Fa bfemseh-Bildinformatioaen warden mittels zweier be lebiger Video-Kabel (10) (11) den 
beiden beliebigen Video-Recordern (5), (6) zugefuhrt. Die Speicherung der Bnzelbilder arfolgt 
in den beiden Video-Recordern (5), (6). Die Ausgangsimpulse der be den beliebigen 
Video-Recorder (5), (G) steuern uberzwei beiiebige Koaxialkabel{8), (9) zwei im rechten 
Winkel montlerte beiiebige Plasmabildschirme (3), (4) an. Ermoglichung einer 
dreidimensionalen Betrachtung. 

%■ Priority AppBeajpnNum ber Hied Origtn airate_ 
Number: DE ; nE9002C12074U 1S99-07-1C __...„_... 
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